
NE, 17 OCT 2013 to 12 DEC 2013

RHODE ISLAND 281
– – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – – –

THEODORE FRANCIS GREEN STATE (PVD) 6 S UTC–5(–4DT) N41º43.44´ W71º25.69´
55 B S4 FUEL 100LL, JET A LRA Class I, ARFF Index C   NOTAM FILE PVD
RWY 05–23: H7166X150 (ASPH–GRVD) S–120, D–250, 2S–175, 

2D–550, 2D/2D2–1120  HIRL  CL
RWY 05: ALSF2. TDZL.
RWY 23: MALSR. VASI(V4L)—GA 3.0º TCH 45´. Trees.

RWY 16–34: H6081X150 (ASPH–GRVD) S–120, D–250, 2S–175, 
2D–550, 2D/2D2–1120  HIRL  0.4% up N
RWY 16: REIL. VASI(V4L)—GA 3.0º TCH 38´. Thld dsplcd 565´. Pole.
RWY 34: MALSR. VASI(V2L)—GA 3.0º TCH 57´. Trees.

AIRPORT REMARKS: Attended continuously. Deer and birds on and invof arpt. 
Rwy 16–34, 110 ft unmarked light poles 2700 ft from thld Rwy 34; 
900 ft left of centerline. ASDE–X Surveillance System in Use: Pilots 
should operate transponders with Mode C on all twys and rwys. 
Terminal ramp prohibited for use to general aviation. Parked acft on the 
northeast ramp west of Twy A. Be alert. Northwest ramp acft with 
wingspan greater than 110´ req ground crew assistance for thru taxi 
and parking. Run up pads for Twys F and T clsd to acft with wingspan 
over 118 ft. Runup pad for Twy T used for overnight acft parking 
between 0100–1300Z‡. Twy V clsd daily 0100–1300Z‡; avbl for taxi 
north of Twy C. Noise abatement procedures in effect, ctc arpt manager 
401–691–2297. Helicopters avoid residential areas when blo 1000´. 
Rwy 05 touchdown, midfield, and rollout runway visual range avbl. Rwy 23 touchdown runway visual range avbl. Rwy 
34 touchdown runway visual range avbl. Rwy 05 ALSF2 becomes SSALR when twr clsd. Rwy 23 visual glideslope 
indicator and glidepath not coincident. When twr clsd ACTIVATE HIRL Rwys 05–23 and 16–34; SSALR Rwy 05; MALSR 
Rwys 23 and 34, Rwy 05 TDZL and Rwy 05–23 centerline lgts—CTAF. Ground vehicles monitor CTAF when twr closed. 
Ldg fee. Flight Notification Service (ADCUS) available.

WEATHER DATA SOURCES: ASOS (401) 737–7612 HIWAS 115.6 PVD. LLWAS.
COMMUNICATIONS: CTAF 120.7 D–ATIS 124.2 401–737–3215

PROVIDENCE RCO 122.6 (BRIDGEPORT RADIO)
®PROVIDENCE APP/DEP CON 123.675 (1045–0500Z‡)

BOSTON CENTER APP/DEP CON 124.85 (0500–1045Z‡)
PROVIDENCE TOWER 120.7  (1045–0500Z‡) GND CON 121.9 CLNC DEL 126.65 
BRIDGEPORT RADIO CLNC DEL 122.6 (0500–1100Z‡)

AIRSPACE:  CLASS C svc ctc APP CON svc 1045–0500Z‡ other times CLASS E.
VOR TEST FACILITY (VOT) 108.2
RADIO AIDS TO NAVIGATION:  NOTAM FILE PVD.

PROVIDENCE (H) VORTACW 115.6 PVD Chan 103 N41º43.46´ W71º25.78´ at fld. 49/14W. HIWAS.
VOR portion unusable:

085º–105º byd 8 NM blo 3,000´
195º–228º byd 30 NM blo 2,500´
229º–254º byd 30 NM blo 2,000´
255º–279º byd 30 NM blo 2,500´
280º–335º byd 30 NM blo 3,000´
336º–194º byd 30 NM blo 2,000´

DME unusable:
220º–240º byd 35 NM blo 3,000´
241º–310º byd 30 NM blo 3,000´

ARMIN NDB (LOM) 356 AR N41º48.62´ W71º21.19´ 228º 6.2 NM to fld. 
ILS/DME 109.3 I–PVD Chan 30 Rwy 05. Class IIIE. Unmonitored when ATCT closed. 
ILS/DME 109.3 I–ARJ Chan 30 Rwy 23. Class IE. LOM ARMIN NDB. Unmonitored when ATCT closed. DME 

unusable byd 10 NM.
ILS/DME 111.5 I–UNQ Chan 52 Rwy 34. Class 'IE'. Unmonitored when ATCT closed. GS unusable byd 5º right of 

course. GS unusable byd 5º left of course.
COMM/NAV/WEATHER REMARKS: ILS/DME Rwy 05 CAT II and CAT III unavailable when twr closed. 
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